Series 5800 Patio Door
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S~ Series 5800

Patio Door

Features & Benefits:

¢ Heavy-duty, fusion-welded vinyl construction

¢ Specially designed steel reinforcements add strength and

The Silver Line® Weather Stopper™ Series 5800 patio rigidity, resulting in a PG 50 rating on our most popular sizes

door will help to expand your view and enhance your o ) } )
o ) o ) e Insulated glass with impact resistant PVB interlayer provides
living area, while providing the level of strength required . . )
, protection from wind-borne debris
to help protect your home during severe weather. In

addition to its attractive appearance, you'll appreciate e Tandem ball bearing rollers and aluminum rolling track result
the low-maintenance, energy saving features of this in a smooth, reliable sliding door panel
meticulously designed patio door. But the beauty of + Multi-point locking system for added security

this door is more than just skin deep - insulated glass

, . . . . e Dual weatherstripping creates a positive seal and resists air
with an impact resistant PVB interlayer, steel reinforced . .pp‘ g . p ’
. . water and noise infiltration
construction and heavy-duty, stainless steel hardware

offer durable, dependable performance. * HVHZ Certified
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Proven Performance

Proven Performance

To make sure they provide reliable performance, Silver Line® Weather Stopper™ windows and doors are rigorously tested

and certified to nationally recognized standards for strength, durability and energy savings.

Structural Performance: Silver Line windows and doors are tested to the AAMA/WDMA/CSA 101/1.S.
2/A440 standard for product performance. A product only achieves the resulting Performance Grade (PG) or
Design Pressure (DP) rating if it complies with all the requirements in the standard (i.e. structural loading, air
infiltration resistance, water penetration resistance, etc.). A higher PG or DP rating indicates the product has

passed higher performance requirements to the AAMA/WDMA/CSA 101/1.S. 2/A440 testing standard.

Silver Line Weather Stopper windows and doors are also tested to ASTM specifications for impact resistance.
Tests involve laboratory simulated hurricane conditions, including debris impact and 9,000 negative and

positive pressure cycles.

Pro.duct Product Type Test Size [ o_r o Impact Test FBC Certification HVHZ
Line Rating
36-1/8" x 62-1/2" 65 Missle Level D Yes
9500 Double-Hung FL9927.1 R1
Window
54-1/4" x 73-3/8" 50 Missle Level D Yes
8700 Sliding Window 73" x 63" 50 Missle Level D FL11620.6 Yes
7500 Casement Window 30 x 65 50 Missle Level D FL10538.2 Yes
7400 Awning Window 53" x 26" 50 Missle Level D FL11111.7 R3 Yes
36" x 76" 50 Missle Level D No
2900 Single-Hung FLA065.3 R6
Window
48" x 66" 50 Missle Level D No
2950 IR SISy 60" x 74" 50 Missle Level D FL6102.2 R5 No
Shapes
7450 Awning Window 53" x 26" 50 Missle Level D FL1111.8 R3 Yes
7550 Casement Window 30" x 65" 50 Missle Level D FL10538.1 Yes
) N " ’ FL11622.6 R1
5800 Patio Door 72" x 80-1/2 50 Missle Level D FL11622.7 R1 Yes

Andersen Corporation, including its subsidiary
Silver Line Building Products LLC, earned the
PARTNER OF THE YEAR 2010 ENERGY STAR® Partner of the Year award.

For more information on Silver Line® windows and doors visit us at www.silverlinewindows.com or call us at 800.234.4228
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